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Figure A.7 – Proposed Plan View of Timber Creek North Crossing
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3. Corporate Drive
•  XCORP STA 100+00 to 111+85 – Provide 14’ wide outside lanes and 2’ curb offsets as shown in Figure A.8 

and existing schematics.
•  XCORP STA 104+60 to 107+60 – Modify underpass configuration to accommodate enhanced sidewalks as 

follows:
◦◦ Increase column spacing by 2’ from centerline for a total of an additional 4’ of width between columns,
◦◦ Provide a 6’ wide sidewalk plus a 2’ wide paved buffer between the sidewalk and through-lanes on each 
side of the street.

Figure A.8 – Planned Section of Corporate Drive
(As per current TxDOT schematics)

Figure A.9 – Proposed Section View of Corporate Drive
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Figure A.10 – Proposed Plan View of Corporate Drive
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4. Fox Avenue
•  Because of the numerous turning conflicts between bicycles and automobiles at the “jughandle” intersections, 

it is recommended that bicycles be directed to use wide pathways along the sides of Fox Avenue rather than 
a wide outside lane.  This approach will require an “entry ramp” and “exit ramp” on the far ends of each jug 
handle that connects the on-street bicycle route to the shared-use pathway adjacent to the street.  Bicycles will 
then be directed to use crosswalks along with pedestrians.

•  XFOX STA 100+00 to 113+50 – Widen the cross section of Fox Avenue by 24’ to accommodate a 10’ wide 
pathway on each side.  Each pathway should consist of:

◦◦ A crash-tested barrier with railing between travel lanes and the pathway,
◦◦ A 10’ wide pathway for pedestrians and cyclists, and
◦◦ Decorative columns, railing, and lighting on the outside of the pathway.

•  Provide 10’ wide curb ramps and crosswalks, as well as warning and regulatory signage at the intersections 
between Fox Avenue and the access road connectors (TFOXSW, TFOXNW, TFOXSE, and TFOXNE).

•  At the project extents (both ends of XFOX), provide “entry ramp” and “exit ramp” transitions between the 10’ 
wide pathways and 14’ wide outside lanes.

•  XFOX STA 105+00 to 112+00 – The 14’ wide outside lanes are unnecessary for bicycle use if the adjacent 10’ 
wide pathways are provided.  Therefore, the outside lanes could be narrowed to 12’, based on TxDOT’s discre-
tion.

Figure A.11 – Planned Section of Fox Avenue
(As per current TxDOT schematics)

Figure A.12 – Proposed Section View of Fox Avenue
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Figure A.13 – Proposed Plan View of Fox Avenue
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